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T-ISS Economy-line pipe marking tape has been 
developed for indoor applica�ons where a�en�on is 
needed due to chemical hazard.

Vinyl, the important material of the Economy-line 
pipe marking tape, is o�en used inside.

The Economy-line material has a maximum of 
3 years indoor guarantee and isresistance up 
to + 60 C°.

Colours in accordance with ISO 14726-1, 14726-2.

The Economy-line pipe marking tape, is available in 
rolls of the following sizes:

Width Length Thickness Weight
100 mm 10 mtr 0,1 mm  0,3 kg
150 mm  10 mtr 0,1 mm 0,5 kg
225 mm 10 mtr 0,1 mm 0,7 kg
(other possible sizes on request)

HS Code: 39199000

Green Passport

Durability: Maximum 3 years

Service Temp: -40 to +140 F° (-40° C to +60 C°)

Minimum Applica�on Temp: Minimum + 10 C°

Surface Prepera�on: Clean and make dust & fat free

UV stability

• Pipes of every single room should be marked at least
once.

• Check below condi�ons recommended.
– Close to the objects to valves, filters or tanks and pipe

lines passing through walls or ceilings.
– Close to room entrances.

• All surfaces must be carefully cleaned before
applying the pipe marking tapes.

• When it comes to applica�on, it should overlap 3-4 cm.

Coloured according to ISO 14726-1, 14726-2.




