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Product description

PET Light Line tape is a multifunctional Low Location Light
tape with photoluminescent attributes. Because of the PVC
material, the tape is intended for both in- and outdoor use.

The tape is widely used in many applications such as
cruiseships, oil tankers, ferries, RoRo ships and many other
vessel types. The product doesn’t limit itself to maritime
use only. It’s perfectly appliable in the offshore business
like factories and hallways.

The product complies with IMO A752(18) and ISO 15370
which include ships and marine technology / low location
lighting on passenger ships arrangements.
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Sizes: Standard size: 40 mm x 10 m
Other custom sizes available on

request

The tape can be supplied with stickers
to indicate escape routes, stairways,
exits and assembly points. Please
contact us for all further possibilities.

HS code: 39209990.90

Certificates

Green Passport

Applications & Use

- PET is mainly applied for in- and outdoor use.

- Our Light Line Photoluminescent tape are packed and
supplied in easy to handle containers or packs.

- The tape should be stored in a clean, dry environment
at proper temperature with the range of to +30 C.

Specifications

Characteristics

- Non-toxic, Non-radioactive and Harmless.
- Extreme heavy duty.

Day color

- Light yellow

Glow color

- Yellow-green

Brightness(mcd/m?2)

- 10 min~150/ 60 min~15(XL)

* 10 min~200/ 60 min~35(XXL)

T +31(0) 315 65 60 60
Helmkamp 32-34

F +31(0) 315 65 60 63
7091 HR Dinxperlo
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