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The complete LineShooter set includes: 
 
1 PLS 300 LineShooter 
4 projectiles 
1 launcher 
1 user manual 
1 sturdy carrying bag designed to hold the set

Art. no.: 	 PLT-300-S

HS Code: 	 84248900.0000
IMPA:		  232093 
Designed in: 	 The Netherlands 
Origin: 		 PRC

Weight / Length 
Throwing Unit: 		 8.0 kg / 165 cm 
Projectile: 		  1.7 kg / 120 cm 
Total Unit: 		  10.4 kg / 175 cm
Packaging Size: 	 127 × 25 × 20 cm 
Total Unit Weight: 	 20 kg 
 
Shooting Chamber Pressure: 	 65 bar 
Average Nozzle Velocity: 	 50.6 m/s 
Maximum Recoil: 		  5400 N 
Minimum Shots: 		  4 projectiles 
Air Cylinder Pressure: 		  300 bar 
Volume: 			   2 liters 

The T-ISS LineShooter PLS 300 is a pneumatic system that 
launches projectiles using compressed air. 

The PLS 300 features interchangeable launchers and 
easy-to-refill projectiles. It meets the requirements of 
SOLAS/IMO Regulation 74/83. 

The LineShooter projectiles reach approximately 250 
meters and are only affected by crosswinds. They reach 
their maximum speed at the end of the launcher. Thanks to 
their aerodynamic design, the overall effect of wind on the 
projectiles is minimal.

LineShooter PLS 300

Approvals 

•	 Wheelmark
•	 UK-MER Red Ensign
•	 USCG 

 
Standards 
SOLAS/IMO regulation 74/83


